Setting up the Large Image Capture system 



1 . Install AC adapter (part 16) into Large Image Capture camera (part 15). 




2. Remove the shroud (part 13), if it is on your Table Top Scribe. 

3. Slide the Large Image Capture arm (part 27) into the slots on the TT top frame. 
The knobs on the top can be used to tighten the arm and keep it in place. 
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4. Adjust the length of the Large Image Capture arm, until it is placed directly over 
the area of the table where you will be shooting. This can go on either the right or 
left side. 




5. Slide the camera on to the Large Image Capture arm. 
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6. Attach LED lights (part 18) to the Large Image Capture arm by slipping them in 
the slots, as shown in the picture below. The inner LED light will rest on the Large 
Image Capture arm. 




7. Orient the Large Image Capture mat (part 26) below the camera, to the left of the 
TT Scribe. 
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8. Please follow all steps from “Getting your cameras ready” to calibrate the Large 
Image Capture camera (step 3 from these steps is modified below). 



9. Connect the USB cable to camera by fliping up the cover on the side of the cam- 
era to expose the USB port. Do not yet plug the USB cable into the computer, as it 
will deactivate the camera screen. 



10. Run the cables along the camera arm to join with the cables on the side of the 
frame, and attach the cables to the frame with velcro ties. Plug the power adapter 
into power outlet but do not yet plug USB cable into computer. 



11 . When zooming the camera (step 3 in ‘“Getting your cameras ready”), turn the 
lens to zoom the camera until all of the Large Image you are wanting to capture is 
included. 



12. After completing the steps from the “Getting your cameras ready”, select the 
following options: 

• Push menu button. 

• Select shooting menu by pushing OK button. 
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Select “auto distortion control” by pushing OK button. 
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Select “On (above water)” by pushing OK button. 
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13. Use the bubble level to ensure the camera is perpendicular on both x, y and 
z axes. Place the bubble level on top of the camera, and check that the bubble is 
centered in all directions. If the camera is not level, adjust the angle of the camera 
by loosening the knob on the mount, moving the camera until level, then tightening 
the knob on the mount. 




14. The shroud should be placed on top of the TT Scribe and Large Image Capture 
arm during digitization. 



If you have any issues with any of these steps, please contact us at 

ttsupport@archive.org. 
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